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MANUFACTURED HOME 

INSPECTION & CERTIFICATE OF OCCUPANCY REQUIREMENTS 
 
 

Once you receive your building permit, please make sure that other required permits have 
been applied for. 
 

Other Required Permits: 
 Mechanical Permit (for gas connection) 
 Electrical Permit (for electrical service and electrical connection) 
 Plumbing Permit (for water and sewer connection) 
 Propane Tank Permit (from Fire Department, you can apply at the 

Code Office) 
 

 

Required Inspections: 
 Slab inspection (4 rows of ½” rebar on chairs, under-slab utility conduits) 

or other approved house support system per Administrative Rule Inst 603. 
http://www.gencourt.state.nh.us/rules/state_agencies/inst100-700.html 
(see diagram on back) 

 Mechanical final inspection 
 Electrical final inspection 
 Plumbing final inspection 
 Building final inspection 

 
 
Once all inspections have successfully passed, a Certificate of Occupancy will be issued. 
 
 
 

For All Inspections (603) 225-8580 
(please call at least 24 hours in advance) 

 

CITY OF CONCORD 
N E W  H A M P S H I R E  

Community Development Department 
C o d e  A d m i n i s t r a t i o n  D i v i s i o n  

City Hall Annex    37 Green Street    Concord, NH 03301    (603) 225-8580 
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Slab to be monolithic concrete with
Fibermix, 3000 psi minimum reinforced with
4 rows of rebar spaced equally in the first
4ft of the outer edge with a bull float finish
pursuant to Inst 603.09(b) (1)

Fill a minimum of 3” up along 
the perimeter of slab pursuant 
to Inst 603.09 (b) (1) (a)

Minimum negative slope of 10’ 
around perimeter of slab area. 
(Note a minimum of one-half inch 
per foot away from the slab) 
pursuant to Inst 603.02 (h)

REMOVE TOP SOIL AND ALL ORGANIC 
SOILS FROM UNDER SLAB AREA 
PURUANT TO Inst 603.09 (b) (3)

Center to be raised 1 ½” to 2” Longitudinal along slab 
pursuant to Inst 603.02 (g)

NOTE: GRAVEL TO BE USED TO RAISE THE SLAB AREA TO BE 
WELL DRAINED, GRAVEL TO BE COMPACTED TO HAVE LOAD 
BEARING CPACITY OF 3000 P.S.F. Pursuant to Inst 603.09 (b) (1)

NO LESS THAN 4” THICKNESS 
THROUGH CENTER pursuant to 
Inst 603.03 (f)

Minimum of 12” to 14” of 
Gravel Compacted pursuant 
to Inst 603.09 (b) (4)

A moisture retarder (6 mil polythylene) 
under the entire slab overlap any joints by 
12” and tape pursuant to Inst 603.02 (i)

6” THICKNESS ON EDGE IN THE 
FIRST 4FT pursuant to Inst 
603.02 (f)

Figure 600-3 Slab Specifications

 
 


